
 
 
 
 

تین کلاینت مشخصات فنی   

Model Description Photo 
   

 
 

 
 

 

CPU Embedded intel i3 up to i10  Fanless CPU with UEFI BIOS 

Housing Aluminium Alloy Housing, Heat sink Design, No Holes, High 
Quality 

Housing for Heat Dissipation 
Graphics Intel® UHD 630 Graphics 

OS Support Linux/W in7/W in10 

Memory 1*SODIMM DDR4L 4GB 

Networking Built-in 802.11b/g/n 

LAN 1000Mbit LAN 

Storage SSD 256 ~ 512 GB M2 /SSD, MSATA SSD 

Interface 4* W all Mounting Holes 
 2*RS232 Port 
 1* D-Sub 15 VGA Port 
 1* HDMI 
 6*USB2.0 ports, 2*USB3.0 ports, 
 1* Line out , 1*DC Jack, 1*Power Switch 
 1*RJ45 LAN port ( GIGABIT) 

Power Adapter DC 19V 4.7A 

Input 100 -240V AC, 50/60 Hz universal 

Installation Desktop or screen mount 

W orking Temp 0 ～45 

Storage Temp (- 20 ～70 ) 

Humidity 5%-95% relative humidity, non-condensing 

Lead time 45-50 working days 

MOQ 2000pcs 

Packing 210*135*68mm, 1.36kg 

Remark Black 

  

IPC6000 Series Pictures 
Case Types Front I/O Rear I/O 

 
 
IPC6000-2COM-1LAN-6USB-1LPT 

  

 
 
IPC6000-2COM-1LAN-8USB 

  

 
 
IPC6000-4COM-2LAN-6USB-1LPT 
 

  

 
 
IPC6000-4COM-2LAN-8USB 
 

  

 

 

 


